
MAX. PAYLOAD: 3.1 tonnes (6834lb) MAX. LIFT HEIGHT: 7 metres (23ft)
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Machinemodel 531-70

m (ft-in)

A Overallheight 2.49 (8-2)

B Overallwidth (over tyres)* 2.23 (7-4)

C Insidewidthof ca 0b .94 (3-1)

D Fronttrack 1.81 (5-11)

E Wheelbase 2.75 (9-0)

F Overalllengthto fronttyre 4s .38 (14-4)

G Overalllengthto frontcarriage 4.99 (16-4)

*Dependantupontyre speci�ed.

STAT IC DIMENSIONS

Machinemodel 531-70

m (ft-in)

H Groundclearance 0.40 (1-4)

Outsideturn radius(over tyres) 3.7 (12-2)

Carriageroll backangle degrees 42.6

Carriagedumpangle degrees 37.5

Weight– Fixe kd g(lb) 7060 (15560)

Tyres 15.5/80-24
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LIFT PERFORMANCE – 531-70
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MachineModel 531-70

Maximumliftcapacity kg(lb) 3100 (6834)

Liftcapacity to fullheight kg(lb) 2400 (5291)

Liftcapacity at fullreach kg(lb) 1250 (2756)

Liftheight m (ft-in) 7.0 (23-0)

Reachatmaximumliftheight m (ft-in) 0.48 (1-7)

Maximumforward reach m (ft-in) 3.7 (12-2)

Reachwith1 tonneload m (ft-in) 3.7 (12-2)

Placingheight m (ft-in) 6.3 (20-8)

Complies withstability test EN 1459 Annex B.

LIFT PERFORMANCE – 531-70
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JC B powershifttransmissionincorporatingtorqueconverter, bevelboxanda 4 speed powershiftgearbox inone resiliently
mounted unit.
A combined steeringcolumnmounted switchincorporatingdirectional control and4 forward and4 reverse powershiftgears.
Travelspeed 29kph(18mph)33kph(20mph)when2/4WD select is speci�ed.
Front and rear drive axles: JC B epicyclichubreductiondrive/steer axles withMax-Trac torqueproportioningdi�erentials.
Permanent4 wheeldrive.

TR ANSMISSION

Service brakes: Hydraulicallyactivated, self-adjusting,oil-immersed in-boardmulti-disctypeon frontaxle.
Parkingbrake: Handoperated discbrakeonoutputof gearbox.

BRAKES

Boom ismanufactured fromhightensilesteel.
Lowmaintenance,hard wearingpads.
JC B Q-f it self-levellingcarriagewith leveroperated pinlockingacceptspallet forks andawiderangeof attachments.
One boomendauxiliary hydraulicservice�tted as standard.

BOOM AND CARRIAGE

Fitted to carriagetilt,telescopicandboomlift rams.

SAFETY CHECK VALVES

Fueltank litres (UK gal) 146 (32.1)

Hydraulictank litres (UK gal) 113 (24.8)

Coolant litres (UK gal) 23 (5.1)

SERVICE CAPACITI ES

Gear pumpwithsuctionstrainerand�lter.

Operatingsystempressur be ar (psi) 241 (3500)

MainHydraulics ltrs/min 82

HydraulicCycle Time Ss econds

Boom raise 7.2

Boom lower 5.4

Extend 6.8

Retrac 5t .0

Bucket dump 3.5

Bucket crowd 2.9

HYDR AULICS

Quiet safe andcomfortablecab conforms to ROPS ISO 3471 andFOPS ISO 3449. Tinted glassallround. Laminated roof screen.
Roofbars, front, rear androof screenwash/wipeandheater/screendemister. Openingrear window. Audio-visualwarningsystem
for coolanttemperature, engineoilpressure, air cleaner, battery charge, transmissionoil temperature andpressure, waterin fuel.
Hourmeter androadspeed indicator, enginetemperature, fuelgauge,clockandinclinometer.
Mechanical joystick, direct actinghydrauliccontrol levers. Adjustablesteer columnwithstalkbarpowershiftchangeandforward
reverse shuttle. Throttle andbrakepedal.Adjustabledeluxe seatwithadjacentpark brake�tted.
Automaticeye levelaudio-visualloadmomentindicatorwarningsystemreceivinga signal from a loadsensoron the rear axle.
This systemcontinuouslymonitors the machine’sforward stability andleaves the operator incontrol atalltimes.
Safety canopyasabovebut withsideglassonly(screenwiperandheater/screendemister notapplicable).

CAB

Hydrostaticpowersteeringwithpowertrackrodsonboth axles.
Three steer modeoptions:frontwheelsteer; allwheelsteer; crabsteer: operated from in the cab bya selectionswitch.

STEERI NG

Options: Frontandrear workinglights, rotating�ashingbeacon,�re extinguisher, tractionandindustrialtyres, electrical2/4WD
select, limited slipdi�erentialin frontaxle, windscreenandroof guard, air suspensionseat, deluxe cab trim, roof andfrontscreen
blind,radiokit, air conditioning,reversingfan, deluxe trim, armrest (SLC only), roofmoulding.
Singlelevermechanical joystick, withpushbutton extendandretract.
Attachments: Contact your localdealer for detailsof the comprehensiverange.
*AdaptiveLoadControl for EU territiories conforms to EN15000.

OPTIONS AND ACCESSORI ES

12 v negativeearth. 95 AH battery. 95 ampalternator. Fullroadlighting.Reversinglight.Directionindicators. Hazard warning.
Reverse alarm.

ELEC TRICS

Latest technology andadvanced design provides low fuelconsumption,reduced noise,hightorqueandpoweroutput,
total reliability andminimalmaintenance.Two stage,dry type air�lterwithprimary andsafetyelements. Territory dependent.

Standard Standard Option Option

Enginestandar Sd tageII StageIII StageII StageIII

Manufacturer JC B JCB JC B JCB

Displacement ltr (in³) 4.4 (269) 4.4 (269) 4.4 (269) 4.4 (269)

No. of cylinder 4s 4 4 4

Bore size mm(in) 103 (4.05) 103 (4.05) 103 (4.05) 103 (4.05)

Stroke mm(in) 132 (5) 132 (5) 132 (5) 132 (5)

Aspiration Naturallyaspirated Turbo Turbo Turbocharged cooled

Power rating

Power @ 2200rpm kW (HP) 63 (85) 63 (85) 74.2 (100) 74.2 (100)

Torque rating

Torque@ 1200rpm Nm (lbfft) 320 (236) 362 (267) – –

Torque@ 1300rpm Nm (lbfft) – – 425 (313) 440 (324)

ENGI NE
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